‘Save Time & Money
Move & Weigh In One GO!
High Accuracy

(error within 0.1% of weighing capacity)
Designed to work in harsh environments

Forklift Weighing System

il Patent pending No. Pl 20093366.
| ‘}":‘\ R ‘;-‘ternational Patent Application No. PCT/MY 2010/00132.




FORKLIFT SCALE

SPECIFICATION

wodeino | Maxcomadyx | H | camege
SK16 2,500 kg x 1 kg 40.6 16 1l
SK20 4,500 kg x 2 kg 50.8 20 Il
SK25 9,000 kg x 5 kg 63.5 25 \Y

* Nominal load rating of the forklift will be reduced after installing this attachment.
Actual rating will depends on model of forklift.

PROVEN FEATURES

Accuracy
* The patented linkages design offers maximum flexibility, which results in excellent
accuracy with error within 0.1% of weighing capacity.

Robust
* The forklift scale is able to withstand head-on impact of more than 10 times
weighing capacity.

Compact
* Each unit weighs about 45kg.

Easy Installation

* Installing the scale onto the forklift is nothing more than installing forks.
No screw, clamp or welding is required.

Maximum Visibility

e Each unit of the scale is installed behind the fork. Therefore, there is no visual
obstruction to the forklift operator to see loads and position forks for lifting.

Maintenance Free
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Adoption to
ASTM D642
) After Loading Test
Loading (Compression) Test . Position{ the Forklift Scale
ForklitE 10318.4 remains function
Apply load until 10000 kg and Scale Referto )
Y 9 Appendix Il &
release Refer to Appendix V
Test Velocity: 12.7 mm/min
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Loading (Compression) Test Forklift Position 2 the Forklift Scale
7014.2 remains function
. Scale Refer to
Apply load until 7000 kg and Appendix IV )
release Refer to Appendix V
Test Velocity: 12.7 mm/min




RINSTRUM, Australia

SMART WEIGHING SOLUTIONS

Model: R320

R320 are built on over 15 years of design experience to create a cost effective
reliable products that are ideal for use in forklift applications.

Capacity / Readability
Approval

Display

Case Material

Operating Environment

Battery

Linearity Correction

Customize Function Key

Number of Set points
Serial Output

Clock Calender

2,500kg / 1kg, 4,500kg / 2kg or 9,000kg / 5kg.
FCC, CE, C-tick & OIML R76.

High contrast LED backlit LCD with six 20mm high digits
with units and annunciators

ABS housing

IP65 rated housing.

Temperature :-10 to +50°C ambient
Humidity : <90% non-condensing.

Rechargeable sealed lead acid battery (6V) or DC
current (12V) supplied from forklift vehicle battery.

Ten points linearity correction.

[ Unit Switching ], [ Counting ], [ Manual Hold ], [ Peak Hold ],
[ Weigh Live and Total ], [ High Resolution |,

[ Auto Tare Jor [ Show Set points ].
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Built in RS-232 communications port.

Built in Clock Calender.

Scale Indicator position

Option A
At forklift’s cab : Indicator linked to loadcells
with coil-cable.

Option B
At forklift’s load back rest : Indicator faces outward
or inward towards forklift driver.






